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XI.—On Superposed Magnetisms in Iron and Nickel. By Professor C. G.
KNOTT, D.SC. (Plate XXIX.)
(Read 2nd July 1883.)
The experiments which form the subject of this paper are designed, in the
first place, to test the relation pointed out by MAXWELL* between JOULE'S
discovery of the lengthening of iron in the direction of magnetisation,! and
WIEDEMANN'S later researches into the twisting of iron under the influence of
longitudinal and circular magnetisations,! and, in the second place, to investi-
gate the corresponding properties of nickel.
According to JOULE'S discovery, an iron bar or wire lengthens in the direc-
tion of magnetisation, and contracts in directions at right angles thereto,
The extension is greater for a stronger magnetising force, and, if the metal is
subjected to traction in the direction of lengthening, is smaller for a greater
traction. In the experiments to be described a wire was fixed at its upper
end, and stretched vertically by means of an appended mass. It passed cen-
trally through a glass tube of nearly the same length, round which a helix of
wire was wound. The length of the helix was 343 centimetres, and the total
number of coils 196. A current passed through the helix magnetised the wire
longitudinally. At the lower end of the wire was fixed a short copper wire,
which dipped into a pool of mercury. * By this means a current could be passed
along the wire so as to magnetise it circularly. The twist produced under the
joint influence of the longitudinal and circular magnetisations was measured by
the deflection of a spot of light focussed upon a millimetre scale after reflection
from a mirror attached to the lower end of the wire. Both the magnetising
currents were measured on a Helmholtz tangent galvanometer.
The method of experimenting was as follows:—One of the currents was
kept steady, while the other was varied through a considerable range. When
both currents were flowing the free end of the wire came to rest in a definite
position, which was registered by the reading on the scale. One of the currents
was then reversed, and a second reading obtained. The difference between
these readings was approximately four times the angle of twist. By successive
* See MAXWELL'S Electricity and Magnetism (2nd edition, vol. ii. § 448). The first edition comesito
a wrong conclusion, in consequence of a misprint in WIEDEMANN'S Galvanismus (1st edition, Bd. ii. § 491).
See also CHRYSTAL'S article on "Magnetism" in the Encyclopaedia Britannica (vol. xv. pp. 269, 271).
t STURGEON'S Annals of Electricity, vol. viii. p. 219 ; and Phil. Mag,, 1847.
X WIEDEMANN'S Galvanismus, 1st edition, Bd. ii. §491.
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reversings and re-reversings of the current, a series of readings was obtained
whose differences gave a good mean. From the numbers so deduced the true
twist expressed in radians was easily calculated.
The first experiments were made with an iron wire, -00435 square centi-
metres in cross section. The most important are those in which the current
along the wire (the linear current) was kept constant, while the helical current
was made to vary from under half an ampere to nearly six amperes. Five
different series were taken with different values of the steady current. In the
following tables the upper row gives the successive values of the helical cur-
rents in amperes, and the lower the corresponding twists in radians x 105.
GROUP A.
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Three series were taken with steady helical current and varying linear
current. They are as follows :—
GROUP B.















































In both these series the wire was under a tension of 1950 grammes' weight.
The representative curves are shown on Plate XXIX., iron groups A. and B.
The current strengths of the varied current are laid down horizontally, and
the corresponding twists vertically. The two series differ markedly, the
A group showing a maximum twist for an intermediate current strength, the
B group giving no such indication. That such a difference between the two
cases should exist is not to be wondered at, since the magnetisation due to a
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linear current follows a different law from that clue to a helical current. Indeed,
it is impossible to magnetically saturate an iron wire by means of a linear
current. Further than this, experiments of the B type need no discussion.
The maximum point in the curves of group A is a constant characteristic
of all similar cases, as will be seen by reference to the curves of groups C and
D.. These represent further experiments with iron wires, in which is studied
more particularly the effect of tension upon the amount of twist. In the fol-
lowing, tables there are three distinct series under each experiment correspond-
ing to three different tensions. The last column contains the tensions expressed
in grammes' weight.
GROUP C.—Cross Section of Iron Wire = '00276 sq. cc.
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GROUP D.—Cross Section of Iron Wire =.'000714 sq. cc.







































































The direction of twist was as found by WIEDEMANN. If the current is
passed down the wire from the fixed to the free end, and the wire is mag-
netised with north pole downwards, the free end, as looked at from above,
twists in the direction of the hands of a watch. As pointed out by MAXWELL
and CHRYSTAL, this agrees with JOULE'S discovery mentioned above. For the
circular magnetisation due to the down current is right handed with reference
to the current. Hence the resultant magnetisation lies in a direction inter-
mediate to the circular and longitudinal magnetisations at any point; and as
the iron extends in the direction of magnetisation, and contracts at right angles
thereto, there will be a lengthening of the wire in a direction oblique to the
axis, such as to cause a twist in the direction specified. The amount of twist
depends not only on the magnetising force in this oblique direction, but also
upon the obliquity, so that a maximum twist for an intermediate value of the
helical current is quite in accordance with JOULE'S result that the extension
increases with the magnetisation. Suppose, for example, that the circular and
longitudinal magnetisations at a point on the wire are a and /3, and that these
give a resultant magnetisation ^/a2 + /32 in a direction making an angle, whose
tangent is a/fi, with the vertical line through the point. Let the extension
along this direction be represented by //, (a2 + /32), an assumption approximately
198 PROFESSOR C. G. KNOTT ON THE
true according to JOULE'S researches. Then the amount of twist per unit
length of the wire will be
T = [ju(a? + /32)a//3 = /a(a3//3 + a/3) .
If a is constant, T has a maximum value when
If /3 is constant, there is no such maximum value of r. A comparison of curves
A and B (Plate XXIX.) bear this out fully.
Hence, in the case of constant circular magnetisation and varying longi-
tudinal magnetisation, the twist will first increase and then diminish as the
latter is increased to its saturation point. For a stronger circular magnetisa-
tion the maximum point is pushed further on, until, when the circular
magnetisation has reached the saturation point, there will be no subsequent
fall off in the twist, i.e., no true maximum point. These remarks apply strictly
to a thin iron cylinder. In the case of a wire the effects are complicated.
Still the curves on Plate I. bear out in a remarkable way these conclusions.
Thus in fig. A the maximum point obviously occurs further to the right in the
higher curve. In the following table a direct comparison between the linear
current strength and the helical current strength, which corresponds to the
maximum twist, is established :—•
Linear Current,











The highest curve has no distinctly marked maximum, a result in close agree-
ment with the foregoing deductions. The other series of curves bear out the
same conclusion.
JOULE also found that the extension for a given magnetisation was smaller
when the wire was subjected to a greater tension. Hence, in general, we
should expect the twist in a wire due to superposed circular and longitudinal
magnetisations to be less for the greater tension, since the longitudinal exten-
sion will be diminished. This conclusion is quite borne out by curves C and
D.
 tWith only one exception (namely, C III.) an increase in tension is
accompanied by a decrease in twist. This result is not in accordance with
WIEDEMANN'S, who found the twist to be nearly independent of the tension.
Possibly, however, he worked with a thickness of wire which for the special
combination of current strengths and tensions was not sufficiently sensitive to
the change of tension. A glance at the curves C and D shows how much
greater is the sensitiveness to tension change for certain combinations than for
others.
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JOULE further discovered that when the tension exceeded a certain value,
there was contraction instead of extension in the direction of magnetisation.
This ought to give in these experiments a reversed twist under tensions higher
than this critical value. Of this, however, there was no indication, although
the thicker iron wire broke under a tension of 2600 grammes' weight, and was,
therefore, subjected in experiments A to a comparatively high tension.
It remains now to consider nickel. The experiments were conducted in
precisely the same manner as in the case of iron. The following are the
tabulated results for a nickel wire of cross section, -0056 sq. cc, length 36 cc,
and tension 1950 grammes' weight; first, for a steady linear current and varied
helical current, and second, for a steady helical current and varied linear cur-
rent. As before, the currents are in amperes, and the twists in radians x 105.
GEOITP A. (Linear Current Steady.)
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GROUP B. (Helical Current Steady.)
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The representative curves are shown on Plate XXIX., nickel groups
A and B. The chief points of difference between the behaviour of iron and
nickel are these: first, the direction of twist in the nickel is the reverse of that
in the iron; and second, there is no maximum in the nickel A group of curves.
The free end of the nickel wire twists in the direction opposite to the hands
of a watch, as looked at from above, when the wire is traversed by a down
current, and is magnetised with north pole downwards. This agrees with
BAREETT'S discovery,* that nickel contracts when magnetised. The possibility
of a maximum, again, depends upon how the amount of contraction varies
with the magnetisation, and also, since the abscissae represent currents and not
magnetisations, upon the relation which holds between these last.
The B curves are very similar in form to the B curves of the iron. It will
be noticed that curve IV. of this series lies for the most part higher than curve
III., although the steady helical current is smaller in the former; also that I.,
II., and III. seem to fall together, as belonging to the same set, while IV. and
V. form a system by themselves. The reason of this would seem to be that
between the dates, June 2nd and 4th, namely, on which these sets were taken,
the nickel wire underwent some physical change. Probably this was of the
nature of a change in temper, since on the latter date the nickel wire was for
an instant traversed by a current of sufficient strength to make it glow red hot.
Taking this consideration into account, and neglecting curve A, III., which is
obviously a bad experiment, we conclude that the twist due to the superposi-
tion of circular and longitudinal magnetisations in nickel wire increases with
See Nature, vol. xxvi. 1882.
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either magnetisation, so that the amount of contraction of nickel when mag-
netised increases with the magnetising force.
The effect of varying tension was tried with two sizes of nickel wire—an
intermediate size of #002 sq. cc. cross section, and a thin wire of -0002 sq. cc.
cross section. The following are the tabulated results, the tensions being ex-
pressed in grammes' weight.
GROUP C.—Intermediate Wire.









































Experiment II. Linear' Current = 1'612 Amp.









































Experiment III. Linear Current = 2-489 Amp.
Helical Current,
r
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GEOUP D.—Thin Wire.
Experiment I. Linear Current = '442 Amp.
Helical Current,
r








































































































Here also, as a glance at these numbers will show, increased tension is in
general accompanied by diminished twist. Experiment D, I. is, however, quite
exceptional, as the twist reaches a very pronounced maximum for an inter-
mediate tension. With the same wire, and with the linear current nearly
doubled in strength, this peculiarity quite disappears. It is impossible at
present even to suggest an explanation.
The experiments described above were all made in the Physical Laboratory
of Edinburgh University during the months of March, May, and June of this
year. The object primarily aimed at was to establish the explanation given by
MAXWELL and CHRYSTAL of WIEDEMANN'S torsion effect in iron under the
influence of superposed magnetisms, and then to extend the same to the case of
nickel. This, I think, has been effected. At the same time other facts have
been brought to light, especially as to effect of tension, which will probably
repay more careful study.
My thanks are due to Professor TAIT for providing me with the specimens
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